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ISC-1-E24 ISC-3-E30 IFS-1-E18D IFS-2-E18D

Model:  ISC-3-E30
(Photo for reference)
( 圖片只供參考 )

Model: IFS-1-E18D
(Photo for reference)
( 圖片只供參考 )

Induction Upright Steam Cabinet (1-Door / 3-Deck)
•	 Steam control for each compartment
•	 Solid & durable dock lock and gasket help prevent steam leakage
•	 Standard accessories (stainless steel slatted shelf) :
	 7 pieces (1-door model); 4 pieces (3-deck model) 
•	 Optional accessories	 : Stainless steel rice pan

電磁蒸櫃（單門/三門）
•• 每層獨立蒸氣開關
•• 堅固耐用門鎖及密封膠圈有效防止蒸氣洩漏
•• 標準配件(不銹鋼層網) 	: 7件(單門型號) ; 4件(三門型號)
•• 另選配件 	 : 不銹鋼飯盤

Induction Dim Sum Steamer (Single / Double Ring)
•	 Table mounted tower type swivel faucet
•	 Standard accessories	 : Steam container and cover (for dim sum), 
		    rice pan, 7-hole plate (for bamboo basket)
•	 Optional accessories	 : Removable rice roll tray and lid			 

	   (single / double compartment)

電磁點心蒸爐（單頭/雙頭）
•• 檯面配座台塔式龍頭
•• 標準配件 	 : 不銹鋼蒸籠連蓋，飯盤，7孔板
•• 另選配件 	 : 活動式單格或雙格腸粉盤連蓋

Model 型號 : 1-Door Steam Cabinet 
單門蒸櫃

3-Deck Steam Cabinet 
三門蒸櫃

ISC-1-E24 ISC-3-E30
Dimension 產品尺寸 (W x D x Hmm) 700 x 850 x 1880 850 x 910 x 1880
Voltage 電壓 (V/Ph/Hz) 380/3+N/50~60
Rated Power 額定功率 (kW) 24 30
Water Inlet / Drain 來水 / 排水 (Ømm) 15 / 38

Model 型號 : Single Ring Steamer 
單頭蒸爐

Double Ring Steamer 
雙頭蒸爐

IFS-1-E18D IFS-2-E18D
Dimension 產品尺寸 (W x D x Hmm) 900 x 1050 x (810 +450) 1800 x 1050 x (810 +450)
Voltage 電壓 (V/Ph/Hz) 380/3+N/50~60
Rated Power 額定功率 (kW) 18 18 x 2
Water Inlet / Drain 來水 / 排水 (Ømm) 15 / 38

Induction Steam Cabinet & Steamer Series
電磁蒸櫃及蒸爐系列

•• #304 food grade stainless steel exterior for hygiene and 
resistance to corrosion and oxidation

•• Fast & powerful steam generation: from cold to full steam in 
only 6 minutes

•• Extremely efficient energy usage - over 90% of energy is directed 
into pot

•• Rotary switch gives you easy control over 9 different levels 
available

•• Front panel comes with power level indicator
•• Multiple safety features including short circuit protection and 

overheat protection to ensure safe operation
•• Auto-fill water tank and overheat thermostat 

to protect boiler tank from damage
•• Recessed back panel for centralized 

power connection

•• 全304不銹鋼外殼，符合食物安全標準及確保高抗蝕性
•• 快速升溫及產生蒸氣：由冷水轉化至蒸氣只需6分鐘
•• 利用電磁加熱原理對鍋具直接加熱，熱效率可達90%以
上
•• 旋鈕式9段火力調節
•• 前面板配火力顯示屏
•• 多重安全設計保護包括漏電短路保護及超溫保護等
•• 自動入水及水膽超溫與缺水保護，防止乾燒
•• 背板內嵌式接線盒設計方便安裝並有效防水防油


